MagPi Enterprise

Environmental Fluorometer Portfolio

MagPi Enterprise is proud to present a hard-
working line of environmental fluorometers for the
scientific and industrial community. Our state-of-the-
art fluorometers are designed with patent pending
optics for ultra-low detection limits and superior
turbidity rejection at an affordable cost.

Available Fluorometers:
e Chlorophyll a
Chlorophylla + b
Phycocyanin

fDOM
Tryptophan

Designed with cutting-edge optical advancements,
MagPi Enterprise fluorometers provide industry
leading accuracy, minimum detection limits, and
response, even in highly turbid water conditions.
Built-in temperature sensors, allow for temperature
capture along with fluorescent measurements (only

available on the modbus models). Integrator Body Style

MagPi Enterprise offers fluorometers in both
integrator and stand-alone configurations, with a
range of standard and custom design options,
providing tailored solutions for a variety of
environmental applications.

Stand-alone Fluorometer

Standalone Fluorometer Specifications Integrator Fluorometer Specifications

MagPi Enterprise specializes in environmental water quality fluorescence instrumentation and application consulting. Applications include algal

Linearity R%>0.999 Linearity R”>0.999

Size 8.39" x0.87" Size 4.8" %0.87"

Body Material Titanium Body Material Titanium
Temperature 0-30°C Temperature 0-50°C

Depth Rating 400 m Depth Rating 400 m

Power Input 5-36 VDC Power Input 5-36 VDC

Data Output RS5-485 Modbus Data Output 0-3 VDC and UART-MODBUS
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pigments, fDOM, Dye Tracing, hydrocarbon detection, industrial and biotech and custom appliations. P.O Box 230104 Centreville, VA 20120

sales@mag3l4tech.com Tel: +1 (571) 325-4324




MagPi Enterprise

Integrator Fluorometer Dimensions
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Stand-alone Fluorometer Dimensions
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Application Dynamic Range Response Time LED CWL Excitation Emission Depth Rating Power Draw

280 mW (Integrator)

Chlorophyll 0-100 ug/L <25 430 N/A  |670/100 0.01 ug/L 400
orophyt & ug/ e nm nm ug/ ™ 1500 mW (Stand-alone)
280 mW (Integrator)
Chlorophyll a + b 0-100 ug/L <25 450 N/A | 6707100 0.02 ug/L 400
orophyta ug/ &€ nm nm ug/ ™ 1500 mw (Stand-alone)
0-650 ppb (I 'hi 280 mW (Int t
FDOM ppb (Integrator) <2 Sec 365 nm N/A  |465/110nm| 0.1pph 400 m mW (Integrator)

0-3000 ppb (Stand-alone)* 500 mW (Stand-alone)

280 mW (Integrator)

Ph i 0-5000 ppb ** <25 600 580740 640/ 18 1.5 pph 400
ycocyanin pp ec nm nm nm pp m 500 mW (Stand-alone)

280 mW (Integrator)

Ny ik
Tryptophan 0-5000 ppb <2 Sec 275 nm  |350/50 nm | 350/50 nm 2 ppb 400 m 500 mW (Stand-alone)

* Secondary Reference PTSA (1,3,6,8 Pyrenetetrasulfonic Acid Tetrasodium Salt)
** G-PC (C-Phycocyanin)
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MagPi Enterprise specializes in environmental water quality fluorescence instrumentation and application consulting. Applications include algal

pigments, fDOM, Dye Tracing, hydrocarbon detection, industrial and biotech and custom appliations. P.O Box 230104 Centreville, VA 20120
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